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The Innovative and Ultimate 
Solution for Automated Rearing of 
Large Numbers of Young Livestock



Through our extensive expertise, we support thousands of dairy farmers in optimizing milk yields while maintaining 
excellent animal welfare standards.

 Agromasters is a leading manufacturer and exporter of innovative, high-quality dairy farming equipment, specializing in 
milking parlors, automation systems, feeding equipment, and manure handling solutions.

Since 1978, Agromasters has been significantly contributing worldwide to the dairy farming sector by offering custom-
made and technologically advanced products for cows, calves, sheep, goats, lambs, and buffaloes. 

With complete in-house design and manufacturing capabilities, we ensure superior quality control across our entire 
product range. 

Our company's latest product development is the Ambrosia Lamb & Kid Feeder, a high-quality, fully automated feeder 
designed to rear a large number of lambs and kids daily with minimal human intervention.
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The Company 



Removable Stainless steel 
lids for easy access to the 
interior of machine

7-inch touchscreen & user-friendly 
interface

Autonomous operation without 
human intervention 

45-litre stainless steel powder 

2 Automated washing programs with 
controlled absorption of alkalis and acids

Scheduled automatic washing up to 3 
times a day

Scheduled automatic feeding 

Stainess steel construction

Unified construction of 28-litre   
SS water tank  & SS milk container 
for keeping always milk warm

Ambrosia 
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What makes ambrosia feeder unique What makes ambrosia feeder unique What makes Ambrosia Feeder unique 

Smart & Efficient Livestock Rearing Solution

The Ambrosia lamb & kid feeder offers a fully automated process for feeding up to 30 lambs or kids 
simultaneously, allowing for the care of up to 800 animals per day.

Automatically prepares and distributes endless milk portions to the animals based on the existing demand.

It can accurately prepare a portion of milk 1.5 liters at a predetermined temperature and distribute it through a 
closed circuit of nipples.

The machine comes with 2 automatic washing programs and offers disinfection with alkaline, acid, or both. 

It can be activated through the washing button or automatically initiated by configuring scheduled washing 
settings, allowing for up to 3 washings per day without human intervention. 

Every 2.5 minutes, the feeder is programmed to return the remaining amount of milk to the milk container. It 

then mixes it with an additional amount of hot milk before redistributing it to the lambs. 

The integration of scheduled feeding transforms the Ambrosia lamb feeder into an autonomous machine, 
enabling automatic initiation and termination of the feeding process at predetermined times, and automatic 
feed initiation after the completion of each washing cycle.

The Agromasters feeder is exclusively manufactured from stainless steel and high-quality parts that can 
withstand continuous, non-stop operation for many years. 

The stainless steel chasis consists of 6 stainless steel lids that can be easily removed for checking or service. 

The Ambrosia feeder is equipped with a 7-inch touchscreen and a unique operating system that is easy to use, 
efficient, and fast. Additionally, on the main menu, users can access all necessary information regarding the 
operation of the machine.
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Ambrosia Feeder

Drainage Valve 

Water Inlet 

Circulation Valve 

Stainless Steel Powder Tank ( 40 litre)

7-inch HMI Touch Screen

Powder Supply Motor 

Electrical Panel 

Powder Supply Spring

Peristaltic Pump 1

Stainless Steel Water Tank ( 28 litre )

Peristaltic Pump 2

Water Tank Sensor

Hot Water Outlet 

Resistor 3 kw (1)

Milk Container

Resistor 3 kw (2)

Level Float 

Circulation Pump

Mixer 

Milk Pump  

Milk Container Sensor  
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Main Components 
Ambrosia 
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Ambrosia lamb feeder can support maximum up to 30 feeding stations . Each feeding station is escorted with a 
holding brackets , teat holders nuts , plastic connections &  Pinch valves . 

The pinch valve is closing automatically and restrict  flow of milk or water to the animals when: 

Milk portion is being prepared  

During reheating process 

During washing process 

Holding Bracket

Teat Holder & Nut  

Non-Return Valve 

Nipples Milk Tube

Plastic Cross

Pinch Valve 

Pinch Valve Milk Tube

Plastic T
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Feeding Station
Ambrosia 
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Output Return 

 Ambrosia lamb feeder operation is  based on  free flow process of milk , that presuposes  the milk portion is already 
prepared and ready  for distribution towards the nipples.

Then milk will be mixed  with an additional amount of hot milk to complete the portion at a predetermined temperature 
and ambrosia lamb feeder will  automatically redistribute it to lambs or kids  again. 

So when milk is exiting from the left outlet of the machine it  travels along  the closed circuit of nipples . In case the milk 
is not consumed  by the animals , after 2, 5 minutes the residual amount of milk will return to the right inlet of the 
machine and end up to the milk container. 

The milk portion preparation process  & the reheating - re-circulation is taking place  24 hours a day according to the 
demand.

 On the closed circuit diagram above there are 8 feeding stations.

 Each feeding station consists of 3 nipples,  In total 24 nipples.

 On this installation can be fed  600 to 720 animals.

 Each nipple can feed 25- 30 kids or lambs per day.

Ambrosia Feeder

Main Milk Line 
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Ambrosia 
Complete Installation
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Main Menu

Home Button

Current Operation Indication

Time Indication

Main Menu 

Milk Container Temperature

Water Tank Temperature

Status Display

Total Milk Portions per Day

Washings per Day

Date Indication
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    Feeding. Pressing this button initiates the feeding process. 

    Washing. Pressing this button initiates the washing process according to the parameters set in the settings menu.

    Calibation, Manual & Settings. By pressing  one of these buttons , user is redirected in different screens respectively.  

On the bottom & right of main menu (8,9,10) is displayed the number of portions prepared per day (8) , Number of 
washing processes (9) that had been carried and the current date (10).

On the top of the Main menu (2) there are 5 different indications ( Heating , Water , Powder , Mixing , Drainage ). 
Whenever one of these operation are being carried out , a green indication is lighting up.

On the middle of the screen (4) there are 5 different circled  buttons: 

On the bottom & left of main menu (5,6) is displayed the temperature in the milk container and water tank respectively.

The ambrosia lamb feeder is a high tech machine made in agromasters .The core of its operation is the 7 inch  

touch screen.

agromasters
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The ambosia software was designed with main emphasis in the optimum users experience , ease of operation, efficiency 
& reliabity.

The Ambrosia operating system is split into 4 different screens  : Main menu , Calibration , Manual , Settings . On each 
screen different parameters can be set according to users preferences and requirements.   
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Ambrosia
HMI User Interface



Calibration 

Settings & Manual Operation  

agromasters

agromasters

On settings menu  on the left , user can set parameters such as: :

On the manual menu on the right, the user can activate each of the 9 important operations of the machine by pressing 
each button.

First time feeding settings (Powder, water, stirring & drainage) in sec

Normal feeding settings (Water temperature , stirring time) in sec 

Washing settings (washing temperature , Program 1 or 2 or both or scheduled washing )

In the scheduled washing settings, the user can simply input the desired time (hour and minute) to initiate the 
washing process. Up to 3 washings can be scheduled throughout the day and will be automatically initiated.

In the scheduled feeding settings, the user can set the start and end time of feeding operation .Additionally after 
the end of each washing cycle feeding process will automatically be initiated without any human intervention

User can choose between washing program 1 or 2 or both & insert the time that peristaltic pumps 1 & 2  will be 
operating to absorb alkaline & acid respectively.

agromasters

Before first time operation , dairy farmer has to calibrate 
the amount of powder that machine extracts for every  
milk portion. 

 A plastic measuring cup should be placed underneath 
feeding supply to collect powder.

The quantity of water that machine extracts for each 
milk portion is standard. 

By pressing start button powder supply will be activated 
and counting process (in seconds ) will be initiated. 
Then press stop button in order to end powder supply.

If the quantity of powder is the one you desire then 
press accept value if not press reset.
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Korifi Imathias, 59300  Esopou 22, Thessaloniki, 54627

 +30 2310 520 820, 550 992 +30 23330 41123
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