
MILKING 
PARLOURS

FARM 
EQUIPMENT 



Agromasters is a greek manufacturing  company, which was found in 1978 by Charalampos Baltatzis . 

Agromasters main  product range includes every type of Milking System for Cows, sheep ,Goats
 and other farm equipment like automatic scrapers , feeding belts and many others.

Our Company’s range of discipline includes CAD designing work, steel & stainless steel machining
 & fabrication ,electrical and electronic design and manufacturing , marketing and Installation .

Our modern facilities are extended in an area of 5000 m2 . All our products are manufactured with the 
latest mechanical equipment in conjunction  with the strictest quality controls. 
    

the company

since 1978
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Features 

 Glass receiver is designed not 
to retain any quantity of milk

 Glass material enables the 
observation of milking & 
washing process.

 Αll the accessories of the 
terminal unit are exclusively 
from S/S material.

 Milk pump is equipped with 
0,75 or 1 HP electrical motor.

 

Χαρακτηριστικά

 Η γυάλινος υποδοχέας είναι 
ειδικά σχεδιασμενος να μην 
κατακρατεί το γάλα. 

 Το γυαλί καθιστά ικανό τον 
έλεγχο της ποιότητας & 
ποσότητας του γάλακτος. 

 Όλα τα μέρη της τερματικής 
μονάδας είναι εξολοκλήρου 
απο ανοξείδωτα υλικά.

 Η αντλία γάλακτος ειναι 
διαθέσιμη με ηλεκτρομοτερ 

            HECTOR TERMINAL UNITS 

03



0000.  
Glass receiver 30 L / 38 mm (complete)
+ milk pump 0.75Hp 
+ elec board 
+ sanitary trap 

0002.  
Glass receiver 30 L / 51 mm (complete) 
+ milk pump 0.75Hp 
+ elec board 
+ sanitary trap

0004.  
Glass receiver 50 L / 51 mm (complete) 
+ milk pump 0.75 -1 Hp 
+ elec. board 
+ sanitary trap 

0006.  
Glass receiver 50 L / 63 mm (complete) 
+ milk pump 0.75 -1 Hp 
+ elec. board 
+ sanitary trap

0008.  
Glass Receiver 50 L / 76 mm (complete) 
+ milk pump 0.75 -1 Hp 
+ elec. board 
+ sanitary trap 

  
1096 ,1097, 1211, 1213 & Inox bending
are not included

  
1096 , 1097 , 1211 & Inox Bending
are not included

             HECTOR TERMINAL UNITS
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1012

1013

Bottom lid s/s

Shutter s/s - complete

Position Reference Description

0-a 0013 Glass receiver 30 Litre / 38 mm Complete

0-b 0015 Glass receiver 30 Litre / 51 mm Complete

1 1006 Hang up s/s

2-a,b 1001-a ,b Top lid s/s 51 mm , 63 mm

3 1002

1002

Lid gasket

Lid gasket

4-a,b 0023 , 0025 Glass receiver 30 L / 38 mm , 51 mm

5-a,b 1004-a,b

6-a,b 1005-a ,b Bending s/s 38 mm , 51 mm

7 1007 Internal tube s/s

8 1008 s/s Magnetic ball

9 1010  Base gasket 

10 1011  Base s/s

11

12

1000

1211-c,e

Electromagnetic stick 

Connector straight 49 mm, 61mm

             HECTOR MILK RECEIVER 30 L

13

14

15

2-a,b

1

3

4-a,b

5-a,b

6-a,b
7

8

0-a,b

14

15

9 10

11

12

13

 Side view
Bottom part

        Side bowl gasket 38 mm , 51 mm
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Position Reference Description

0-c 0017 Glass receiver 50 Litre / 51 mm Complete

0-d 0019 Glass receiver 50 Litre / 63 mm Complete

0-e 0021 Glass receiver 50 Litre / 76 mm Complete

1 1006 Hang up s/s

2-b,c 1001-b,c Top lid s/s 63 mm , 76 mm

3

11

1002

1002

Lid gasket

Lid gasket

4-c,d,e 0027,29,31 Glass receiver 50 L / 51 mm, 63mm , 76mm

5-b,c,d 1004-b,c,d

6-b,c,d 1005-b,c,d Bending s/s 51 mm , 63mm , 76mm

Side bowl gasket 51 mm, 63 mm, 76 mm

7 1007 Internal tube s/s

8 1008 s/s magnetic ball

9 1010 Base gasket 

10 1011 Base s/s

12 1012 Bottom lid s/s

13

14

1013

1000

Shutter  s/s - complete

Electromagnetic stick 

4-c,d,e

2-b,c

5-b,c,d

6-b,c,d

14

15

9 10

11

12

13

  Side view
Bottom part

             HECTOR MILK RECEIVER 50 L

1211-c,e,f Connector straight 49 mm, 61mm, 73mm15
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Reference Capacity A B

1037-a 9 50 63

1037-b 9 75 75

1037-c 9 63 65

A B

             SANITARΥ TRAPS

Position Reference Description

38 1049 Bended s/s tube

39 1048-c Connector straight (rubber)  Φ63

40 1048-d Connector angled (rubber) φ63

41-a 1038-a Upward lid s/s 50-63 mm

41-b 1038-b Upward lid s/s 73-75 mm

41-c 1038-c Upward lid s/s 63-65 mm

42 1039 Rubber ball 80mm

43 1040 Gasket

44 1041 Plexi glass

45 1042 Spring hanger

46 1043 Gasket 

47 1044 Downward lid 16 mm

48 1047 Hung up support

  
Codes 1048-c & 1048-d  are not included

40

39

38

48

41-a,b,c

42

43

44

45

46

47
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APOLLO MILK PUMPS

Reference Description

1014-a Milk pump  0.75 Hp  (complete)

Milk pump  1 Hp  (complete)1014-b

Features

 Milk pump has been 
engineered & manufactured  by 
agromasters.

 The Protective cover,  impeller 
& head are made exclusively of 
stainless steel material.

 Milk pump is disposed with 
Electrical motor of 0.75 or 1 HP 
, 2800 rpm, with average 
performance 10.000 liters/hour

 Milk pump is shelf cleaning 
type.

Χαρακτηριστικά

 Η αντλία γάλακτος είναι 
σχεδιασμένη & 
κατασκευασμένη στις 
εγκαταστάσεις μας .

 Είναι διαθέσιμη με 
ηλεκτροκινητήρα 0.75 hp ή 1 hp 
& μέγιστη απόδοση 10,000 
λίτρα / ώρα.  

 
 Το κάλυμα προστασίας , η 

βάση, η φτερωτή & η κεφαλή 
είναι εξολοκλήρου ανοξείδωτες.

 
 Η αντλία είναι αυτο-

καθαριζόμενη.
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Position Reference Description 

16 1035 Angle with rakor 40 cm

17 1019 Rubber ball 

18 1020 Small gasket

19-a , 19-b 11018-a, 1018-b Pump house small , Pump house big

20-a , 20-b 1022-a ,1022-b Small gasket , big gasket

21-a , 21-b 1028 -a , 1028-b Buckled plate small , Buckled plate big 

22 1027 Screw with nut

23-a , 23-b 1023-a , 1023-b Impeller s/s small , Impeller s/s big

24 1031 Sealed

25 1024 Porcelain

26-a , 26-b 1030-a , 1030-b Bottom plate small , Bottom plate big

27-a , 27-b 1016-a , 1016-b   Casing small ,  Casing big

28-a , 28-b 1032-a , 1032-b Elec. motor 0.75 hp , Elec. motor 1 Hp

29 1033 Hang up s/s

30 1096 Vacuum pinch clamp ( not included)

27-a,b

19-a,b

17

1820-a,b

22 

21-a,b 
23-a,b

24
25

26-a,b 16

29

28-a,b

30

APOLLO MILK PUMPS 

  
Code 1096 is not included
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             MILK FILTERS
 

STRAIGHT 
 FILTERS

Filter 1   
1511

Filter 2 
1512

Filter 3
1513

Filter 4
1514

A 34 34 34 34

B 50.8 50.8 50.8 50.8

C 34 34 34 34

D 455 mm 620 mm 455 mm 620 mm

Εntry
S/S fitting 

No No Yes Yes

SIDE 
 FILTERS

Filter 5 
 1515

Filter 6 
 1516

Filter 7
1517

Filter 8
1518

A 34 34 34 34

B 50.8 50.8 50.8 50.8

C 34 34 34 34

D 455 mm 620 mm 455 mm 620 mm

Entry    
S/S fitting  

No No Yes Yes

With entry s/s fitting 

With entry
 s/s fitting 

With no entry  s/s fitting 

B

C

D

A

1507.
Filter Socks 455mm 

1508.
Filter Socks 620mm 
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1050.  
Electrical board for milk pump

1051.  
 Electrical board for automatic  feeding   

(feeding tank-feeding trough)

1052.  
Electrical board for automatic feeding  
(silo - feeding tank ) 
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POSEIDON WASHING UNITS

1053-a.  
PWU ( plastic container ) - Stainless steel enclosure

1053- .b  
 PWU ( 2 peristaltic pump ) - Stainless steel enclosure

1054.  
Drain valve 
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POSEIDON WASHING UNITS

Features

 P.W.U is available with a 
plastic container for manual 
dozing or 2 peristaltic pumps 
for automatic dosing of 
detergents.

 Controls parlour’s milking and 
washing process via one single 
button ( Milking - 0 - washing )  

 Selection of 4 washing 
programs , indication of total 
washing time and water 
temperature.

 All parameters can be easily 
modified from display.

 Enclosure is manufactured 
from 1.5 mm stainless steel.

Χαρακτηριστικά

 Το πλυντήριο Ποσειδών είναι 
διαθέσιμο με πλαστικό ποτήρι ή 
2 περισταλτικές αντλίες για 
αυτόματη δοσομέτρηση . 

 Ελέγχει την διαδικασία άμελξης  
& πλύσεως του αρμεκτηρίου 
μέσω ενός διακόπτη ( Milking -0 
- washing ).

 Επιλογή 4 προγραμμάτων 
πλύσεως, ένδειξη συνολικού 
χρόνού πλυσεως και 
θερμοκρασίας νερού . 

 Δυνατότητα τροποποίησης 
παραμέτρων απο την κεντρικη 
οθόνη του ελεγχτή. 

 Το πλυντήριο είναι  
κατασκευασμενο απο inox 1,5 
mm.
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           ASSEMBLED WASHING UNIT  

 

  

 

Position 

       1

       2

       3

      4 

      5        S/S Wash tank 70 litre 

           Tank filling pipes  

     Poseidon Washing unit II

           Peristaltic pumps

      Cold & hot water pipes

       S/S Water suction pipe

               S/S Milk filter

                 S/S Hose

              Drainage Pipe

                Drain valve

      6 

      7 

      8 

      9 

     10 

Description 

1

4

5

10

6

7

8

9

2

3
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     ZEUS PULSATION CONTROL UNITS   

1060.  
  Zeus Pulsation control unit -12  

1 . 061  
 Zeus Pulsation control unit - 24 

1530.  
Power supply  for 12 programmable Pulsators

1531.  
Power supply  for 24 programmable Pulsators

COWS
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                   ZEUS PULSATION CONTROL UNIT   

Features

 Zeus pulsation control unit  is 
an advanced solution, capable 
of supplying power to 
maximum 24 electronic 
pulsators.

 Ideal for 2  groups of pulsators 
in the same parlour.

 Easy configuration of pulsation 
rate, front & rear pulsation 
ratio, phases.

 Display of Important 
parameters like current 
consumption per channel and 
total operating voltage.

 Enclosure is manufactured 
from Stainless steel & 
aluminum material  ,which 
offers optimum foreclosure and 
protection against humidity & 
water.

Χαρακτηριστικά

 O πινακας παλμοδοτών Ζευς, 
είναι ενα προιόν κορυφαίας 
ποιότητας, ικανός να 
τροφοδοτήσει και να 
συγχρονίσει μεχρι 24 
ηλεκτρονικούς παλμοδότες στο 
ιδιο συγκρότημα.

 Παρέχει δυνατότητα ρυθμίσης 
(μεσω  ηλεκτρονική οθόνης), 
της συχνοτήτας παλμοδότησης 
, αναλογίας παλμοδότησης, 
περίοδου. 

 Ενδειξη κανάλωσης ρεύματος  
σε καθε κανάλι & συνολικής 
τάσης λειτουργίας .

 Είναι κατασκευασμένος απο 
υλικά ( ανοξείδωτο & 
αλουμίνιο) που συμβάλουν στη 
μέγιστη στεγανοποίηση και την 
προστασία απο σκόνη , 
υγρασία. 



                   ZEUS PULSATION CONTROL UNITS   

TECHNICAL CHARACTERISTICS 

* Can control and synchronize up to 24 pulsators.
* 4 groups of Pulsators (6 pulsators per group).
* Escorted with LCD display for function check  and configuration.
* indication of current consumption on each channel .
* Indication of Voltage supplied to pulsators.
* Phases configuration ( T..... T/8 ) . 
* Pulsation rate configuration ( 10-190 pulses / min ).
* Pulsation ratio configuration  ( 10:90 - 90:10 )
* Indication of front and rear pulsation ratio ( green and red light ).
* Possibility to configure parameters according to each farm needs . 
* Easy to remove stainless steel cover for PCB check & service.  
* Auto-cooled power supply

* Protection against short circuit , voltage overload , over temperature.



     HERMES ACR SYSTEM  

10 .56   
HERMES ACR Controller 

1057  
Milk flow sensor / Shut off valve

1059.  
Control Valve

1058.  
 S/S ACR cylinder 



     HERMES ACR CONTROLLER  

Features

 HERMES ACR system is a 
sophisticated & reliable 
solution, which allows milking 
unit to be removed in a gentle 
manner at the right time.

 It prevents under milking or 
over milking of the animals. 

 Offers stimulation, pulsation, 
soft start & taker off functions.

 Intelligent technology for first 
class milking results & perfectly 
milked animals.

 
 Enclosure is manufactured from 

Stainless steel 

Χαρακτηριστικά

 Το ηλεκτρονικό σύστημα 
αυτόματης απομάκρυνσης 
HERMES συμβάλει στην ομάλη 
αφαίρεση της αρμεκτικής 
μονάδας την κατάλληλη στιγμή.

 Αποτρέπει το ανεπαρκής ή 
υπερβολικό άρμεγμα. 

 Προσφέρει λειτουργίες 
διέγερσης , παλμοδότησης και 
απομάκρυνσης. 

 Η έξυπνη τεχνολογία που 
οδηγεί σε τέλεια αρμεγόμενα 
ζώα & υψηλής ποιότητας 
αρμέγματος . 

 Είναι κατασκευασμένος 
εξολοκλήρου απο ανθεκτικό 
304 ανοξείδωτο. 



     HERMES ACR INSTALLATION  

*HERMES ACR pulsation outputs are assumed to be de-activated 
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MILKCLAWS 

1063.  
Claw  150 cc  s/s - PPU 
(with shut off/ angle cut)

1064-a.  
Claw 250 cc s/s - PSU 

(with shut off / straight cut)

1065.  
Claw  450 cc , s/s - PPU  
(with shut off/ angle cut)

1064-b.  
Claw 350 cc s/s - PSU 
(with shut off / angled cut)

COWS



COWSMILK CLAW 400cc ,150 cc 

Features

 The achilles 400cc is a very 
friendly to use light weighted ( 
450 g) milking component .

 The circular shape of the 
stainless steel claw and its wide 
surface contributes to maximum 
possible flow of milk.

 The special design of the claw 
contributes to optimum 
foreclosure and easy dismantle 
for cleaning effectively the claw.

 The durable stainless steel 
spring & its unique shut off 
mechanism makes it really 
effective , specially for high yield 
cows.

Χαρακτηριστικά

 Ο achilles 400cc είναι ένας πολύ 
ελαφρής & φιλικός ως προς την 
χρήση συλλέκτης ( μολις 450 gr).

 Το κυκλικό σχήμα του συλλέκτη 
και η πλατιά του επιφάνεια του 
συνδράμει στην μέγιστη ροή 
γάλακτος. 

 Ο ειδικός σχεδιασμός του 
συλλέκτη συμβάλει στην τέλεια 
στεγανοποίηση και εύκολη 
αποσυναρμολόγηση του.  

 
 To ανοξείδωτο κλείστρο & ο 

έξυπνος μηχανισμός διακοπής 
της ροής γάλακτος, καθιστά τον 
συλλεκτη πολυ αποτελεσματικό 
για υψηλής γαλακτοπαραγωγής 
ζώα.  

Milk Claws Reference Milk outlet Angle cut nipples

1063 17 * 14
.

12 * 9

1065 18 *13

.

12 * 9



COWS MILK CLAW 150 cc , 450 cc  

Position Reference Description Quantity 

1065-b

1065-c

s/s hanger                          

Αir distributor                          

1

1

12

11

13

14

15

1065-f Big s/s spring                                                                                    16 1

17

18

External gasket 119

20

21

22

23

1065-a Screw 1

1065-l Bowl gasket 400cc 1

Technical characteristics
 400cc 

Technical characteristics
 150cc 

Position Reference Description Quantity 

1 1063-a
s/s hanger                        

s/s distributor   
1

2 1063-b 1

3 1063-c

304 s/s top

1

4 1063-d

Safety plastic clip

1

5 1063-e

Small s/s spring                                                                                    

1

6 1063-f

Internal gasket

1

7 1063-g External gasket 1

1

8 1063-h

ring

ring

1

9 1063-I

Safety s/s clip

1

10 1063-j

Screw

1

11 1063-k

Bowl gasket 150cc 

1

Parts Material 

Claw , Bottom hanger , spring  Stainless steel 

Lid  & air distributor thick thermoplastic 

Weight 450 g

Dimentions ( L x W x H) 155 x 140 x 120  mm

Parts Material 

Claw  , spring , air distributor Stainless steel 

Lid thick thermoplastic 

Weight 520 g

Dimentions ( L x W x H) 155 x 95 x 95  mm

11

12

13

14

15

17 18
19

21
20

16

22

23

1

2

3

4

5

10

11

6 7
9

8

1065-d 304 s/s top 1

1065-e Safety plastic clip 1

1065-g

1065-h

1065-i

Internal gasket 1

1065-j Safety s/s clip 1

1065-k Screw 1

Bowl 400cc 1065-m 1



Milk claws Reference Milk outlet Angle cut nipples

1064-a 19 * 14 . 13 * 10

1064-b 19 *14 . 13 * 10

COWSMILK CLAW 250cc , 350 cc 

Features

 Specially designed for high 
yield cows & buffalos. 

 Available in capacities of 250  & 
350 cc. 

 Shut off valve & ACR hanger 
for  automatic cluster remover 
usage are included .

 The polysulphone highly 
resistant transparent lids , 
allows maximum durability 
under severe working 
conditions .

Χαρακτηριστικά

 Ειδικα σχεδιασμένοι για 
αγελάδες υψηλής 
γαλακτοπαραγωγής.

 Διαθέσιμοι με χωρητικότητες 
250 & 350 cc.

 Περιλαμβάνεται η βαλβίδα 
διακοπής και  κρεμάστρα ACR.

 Το υψηλής ποιότητας 
πολυσουλφανικό διαφανές 
καπάκι συμβάλει στη μέγιστη 
αντοχή κάτω από αντίξοες 
συνθήκες εργασίας.



Position Reference Description Quantity 

1 1064-c s/s top hanger                                                                                                                                                                                1

2 1064-d Hanger ring 1

3 1064-e Distributor 1

4 1064-f 304 s/s top           1

5 1064-g Bowl gasket                                                                                         1

6a 1064-h PSU bowl 250cc 1

6b 1064-I PSU bowl 350cc 1

7 1064-j 1

8 1064-k Retention nut 1

9 1064-l 1

1

2

3

4

5

7

6a-b

8

9

COWS MILK CLAW 250 , 350 cc

350cc

250cc



SHEEP 
& GOATSMILK CLAWS 

1066.  
Claw 150 cc s/s - PPU for sheep & goats
(with shut off/ straight cut)

1067.  
 Claw 150 cc s/s - PPU for goats

(with shut off/ straight cut)

1067-b.  
  s/s air splitter 

1067-a.  
s/s milk splitter 



SHEEP 
& GOATS MILK CLAWS 150 CC ,170CC 

Features

 Odysseus & Hercules claws are 
specially designed by agromasters 
to satisfy goat & sheep milking 
needs.

 Μanufactured entirely from 304 
stainless steel that grants durability 
under tough working conditions.  

 Transparent bowl offers perfect 
visibility of milk flow.

 The durable stainless steel spring & 
its unique mechanism offers superb 
shut off capabilities.

  The  milkclaws are easilly 
dismantled and cleaned due to their 
unique design.

Χαρακτηριστικα

 O συλλέκτης οδυσσέας & Ηρακλής 
σχεδιάστηκε  απο την agromasters 
για να ικανοποιήσει τις ανάγκες  
άρμεξης των αιγοπροβάτων. 

 Κατασκευάζονται εξ΄ολοκλήρου απο 
ανοξείδωτα μερη που προσδιδουν 
ανθεκτικοτητα στην διαρκής κ 
επίπονη χρήση .

 Το διαφανές καπάκι προσφέρει 
μέγιστη ορατότητα της ροής γαλακτος 
κατά τη αρμεγή.

 Το ανθεκτικό inox ελατήριο και ο 
μοναδικός του σχεδιασμός  
προσφέρει μέγιστη διακοπή κενού.

 Ο συλλέκτης εύκολα 
αποσυναρμολογητε & καθαρίζεται 
χάρη στο μονοδασικο του σχεδιασμό

Milk Claws Reference Milk outlet Straight cut 

1066 17 * 14
.

12 * 10

1067 17 *14
.

12 * 10



SHEEP 
& GOATSMILK CLAWS 150 CC ,170CC 

Position Reference Description Quantity 

21 1066-a s/s hanger + s/s distributor   1

22 1066-b 304 s/s top (for sheep) 1

23 1066-c Safety plastic clip 1

24 1066-d Small spring     1

25 1066-e Internal gasket                       1

26 1066-f

External gasket 

1

27 1066-g

ring

1

28 1066-h Safety s/s clip 1

29 1066-I Screw

30 1066-j Bowl gasket 150cc  1

1

31 1066-k 1

22

22

23

30

31

24

25
26 27

29
28

Position Reference Description Quantity 

32 1066-m s/s distributor + s/s hanger 1

33 1066-l 304 s/s top  (for goats) 1

23 1066-c Safety plastic clip 1

24 1066-d Small spring     1

25 1066-e Internal gasket                       1

26 1066-f

External gasket 

1

27 1066-g

ring

1

28 1066-h Safety s/s clip 1

29 1066-i Screw

30 1066-j Bowl gasket 150cc  1

1

31 1066-k 1

33

32

23

30

31

24

25
26 27

29
28

28



COWS           LINERS 

1068-a.  
Liner (cows) 6 32.

1068-e.  
Liner (cows) 6.34

1068-b.  
 Liner (Cows) adaptable westfalia  

1068-d.  
  Liner (Cows) adaptable SAC - Christensen 

1068-c.  
Liner (Cows) adaptable westfalia  

28.8

2
05
8

 290

20

8

290

22

8

300

22 14

29



SHEEP 
& GOATS                     LINERS 

1069.  
Liner (sheep ) angled , silicon

1070.  
  Liner (sheep ) straight ,silicon

1072.  
  Liner (goats ) straight , silicon

1071.  
Liner (goats ) angled , silicon

18

44

295

1
5

5

9 2
0

140

1
84
4

1
9

1
0

19

276

1
6

5 1
3

0

9

155,5

1
84
9



                     SHELLS

1073-a.  
Shell, s/s for cows , (liner 6.32)

  
Shell, s/s for cows , (liner 6.34)

1074.  
  Shell, plastic for sheep , (short or angled liners)

1076.  
  Shell, plastic  for goats , (straight or angled liners)

 
  *We do manufacture  every type of  S/S shell according to customer’s request 

1075.  
Shell, s/s for sheep , (straight or angled liners)
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COWS                        MILKING CLUSTERS 

1077.  
Milking cluster 
with claw ( 1063 )

1078.  
  Milking cluster 

with claw ( 1064-a )

1080.  
  Milking cluster 

 with claw ( 1065 )

1079.  
Milking cluster 
with claw ( 1064-b )



                    COWS                        MILKING CLUSTERS 

Features

 The milking unit is designed  to 
handle consistently, the 
increased milking rates.

 Agromasters milking clusters 
contributes in increased milk 
output , fast milking & absolute 
control of milk flow.

 
 Liner 6.32 & 6.34 offer superb 

Performance characteristics & 
increased durability. 

Χαρακτηριστικά

 Η αρμεκτική μονάδα είναι 
σχεδιασμένη για να  
διαχειρίζεται  την αυξημένη 
ροής γάλατος. 

 O συλλέκτης της agromasters 
προσφέρει , γρήγορο 
άρμεγμα. μέγιστες αποδόσεις  
& απόλυτο έλεγχο της ροής του 
γάλακτος.

 Το 6.32 & 6.34 θήλαστρο 
προσφέρει εξαιρετικά 
χαρακτηριστικά απόδοσης & 
αυξημένη αντοχή.



2

3

1-c,d

4

1c

1d

1a

1b

COWS                        MILKING CLUSTERS 

1-a,b

3

4

2

Position Reference Description Quantity 

1-a 1064-a Milk claw (Cows) 250cc                                                                                                                                                                                                 1

1-b 1064-b Milk claw (Cows) 350cc 1

2 1068 Liner (Cows) 6.32 4

3 1205 4

4 1073 Shell, s/s for  Cows                                                                                            4

Position Reference Description Quantity 

1-c 1063 Milk claw (Cows) 150cc                                                                                                                                                                                                 1

1-d 1065 Milk claw (Cows) 400cc 1

2 1068 Liner (Cows) 6.32 4

3 1205 4

4 1073 Shell, s/s for  Cows                                                                                            4



SHEEP 
& GOATS                        MILKING CLUSTERS 

1081-a.  
Milking cluster for sheep & goats  
+ claw (1066) + straight liners

1081-b.  
Milking cluster for sheep & goats  
+ claw (1066) + angled liners

1082-b.  
 Milking cluster  for goats 
+ claw (1066) + rubber liners

1083-a.  
  Automatic valve 207

  
  Automatic valve Gabriel

1082-a.  
Milking cluster for sheep & goats 

+ Y s/s + straight liners



SHEEP 
& GOATS                        MILKING CLUSTERS 

Features

 The agromasters Sheep or Goat milking unit 
is escorted with  odysseus 150cc milk claw &  
angled or straight silicone liners.

 The second type of milking unit consists of 
stainless steel Ys’ & straight silicone liners 
with automatic valves. 

 The silicone liners ( angled or short), 
contribute to fast  & effective milking and 
offer high durability ( 3 years maximum time 
of usage).

Χαρακτηριστικά

 Η αρμεκτική μονάδα προβάτων της 
agromasters συνοδεύεται με τον 150gr 
ανοξείδωτο συλλέκτη &  γωνιακά ή κοντά 
θήλαστρα σιλικόνης.

 Ο δεύτερος τύπος αρμεκτικής μονάδας 
αποτελείται από ανοξείδωτο Υ , κοντά 
θήλαστρα σιλικόνης με βαλβιδάκια.

 Τα θηλαστρα σιλικόνης (κοντά ή γωνιακά)  
συμβάλουν στο αποτελεσματικό & γρήγορο 
άρμεγμα και έχουν μέγιστη διάρκεια ζωής τα 
3 χρόνια.  



Position Reference Description Quantity 

1 1066 Milk claw 150cc s/s                                                                                                                                                                                               1

2 1209-e Silicon milk tube 2

3 1083-a   Automatic valve 205                               2

4 1072 Liner (goats )              
straight - silicon

2

5 1076 Shell, plastic 
for goats                                                                                              

2

6 1204 Twin pulsation tube  
(transparent) 

2

2

3

4

1

1

6 5

2

3 4

SHEEP 
& GOATS                        MILKING CLUSTERS 

Position Reference Description Quantity 

1 1066 1

2 1071

Shell , plastic                   
for goats                                                                                             

Twin pulsation tube
(Rubber)                                                                                             

Liner (goats)
angled - silicon

2

3 1205

Milk claw 150cc s/s                                                                                                                                                                                             

2

4 1076 2



1084.  
 Distributor s/s

                         1085-b. 
Jetters (s/s) for cows    

                                          1086-b. 
Jetters  (s/s) for sheep & goats 

COWS                                           WASHING JETTERS 

4
45
8

120

  
                  Jetters (rubber) for sheep & goats 

  
 Jetters (rubber) for cows 

1086-a.

1085-a.



                                           TRITON JETTERS

Features

 Triton I & II are high quality 
stainless steel washing jetters 
specially designed for Cows, 
goats and sheep respectively.

 The stainless steel clip in holders  
ensure fast accurate placement of 
the milking clusters with no 
oscillations.

 The bended S/S chamber and its 
increased capacity contribute to 
optimum washing of liners 
(internally and externally).

 Addressed to low line Milking 
Systems.

Χαρακτηριστικα

 Τρίτων Ι & ΙΙ είναι  ανοξείδωτα 
πλυστικά , σχεδιασμένα για 
αγελάδες, πρόβατα ή κατσίκια 
αντίστοιχα. 

 Το ειδικά σχεδιασμενα ανοξείδωτα 
ποτυράκια , βοηθoύν στην 
γρήγορη τοποθέτηση της 
αρμεκτικής μονάδας με τις 
ελάχιστες δυνατές ταλαντώσεις. 

 Ο κουρμπαριστός ανοξείδωτος 
θάλαμος και η αυξημένη 
χωριτικότητα του , συμβάλει στην 
καλύτερο δυνατό πλύσιμο  των 
θηλαστρων ( εσωτερικά και 
εξωτερικά ).

 Απευθύνεται για συστήματα 
χαμηλής γραμμής.

Triton I

Triton II



B
1

B
2

A A

C
C

A 22 cm

B1 18.5 cm

C 16 cm

Weight 1,25 kg

 A 22 cm

B2 16 cm

C 16 cm

Weight 1,10 kg

                                           TRITON JETTERS



S/S - METAL CONNECTIONS

1088.  S/S Fittings  34 mm
S/S Fittings  38 mm1089.  
S/S Fittings  51  mm1090.  
 S/S Fittings  63 mm1091. 
S/S Fittings  75 mm 1092.  

1093.  Double-side welded butterfly valve 
S/S (51 mm)  B = 51 mm

Double-side welded butterfly valve 1094.  
S/S (63 mm)  B = 63 mm

Double-side welded butterfly valve 1095.  
S/S (75 mm)  B = 75 mm

1097.  
  Pinch clamp  S/S  (13/24mm)

B



S/S - METAL CONNECTIONS

1099.  
Jetter support

C

D

D



S/S - METAL CONNECTIONS

1202-a.   
PVC Vacuum Tube φ 63 mm
1202-b.  
PVC Vacuum Tube φ 75 mm
1202-c.  
PVC Vacuum Tube φ 90 mm

1203-a.   
Tube S/S 34 mm

1203-b.  
Tube S/S 38 mm

1203-c.  
Tube S/S 51 mm 

PVC , STAINLESS STEEL TUBES



1204.  
Twin pulsation tube ( transparent )    
A  = 7,6 mm x  B =  14,5 mm mm 

PULSATION &
TRANSPARENT TUBES

1205.  
  Twin pulsation tube (rubber)  - 7,6 mm x  14,5 mm 

1206-a.  
  7 mm x 13 mm Transparent tube 
1206-b.  
 Transparent tube  7.6 mm x 14.5 mm 
1206-c.  
 Transparent tube  8 mm x 14 mm 
1206-d.  
 Transparent tube  8 mm x 15 mm 
1206-e.  
 Transparent tube  9 mm x 16 mm

  1206-f.
 Transparent tube  10 mm x 16 mm 
1206-g.  
 Transparent tube  12.7 mm x 21 mm
1206-h.  
 Transparent tube  13 mm x  23 mm
1206-I.  
 Transparent tube  14 mm x  20 mm
1206-j.  
 Transparent tube  14.5 mm x 24.5 mm
1206-k.  
 Transparent tube  16 mm x 22 mm

 1206-l. 
 Transparent tube  16 mm x 26 mm

1206-m.  
 16 mm x 27 mm Transparent tube  
1206-n.  
 Transparent tube  19 mm x 32 mm 
1206-o.  
 Transparent tube  25 mm x 37 mm 



1210-a.  Milk tube with spiral 25 mm       
Milk tube with spiral 38 mm 1210-b.  
Milk tube with spiral 42 mm     1210-c.  

            
            
        

1209-d.  
  Silicon tube 8 mm x 15 mm 

1209-e.  
 Silicon tube  9 mm x 16 mm 

1209-h.  
  Silicon tube 13 mm x 23 mm 

1209-i.  
  Silicon tube 14 mm x 25 mm 

1209-j.  
  Silicon tube 16 mm x 27 mm 

1209-m.  
  Silicon tube 9.5 mm x 16.5 mm 

1209-n.  
  Silicon tube 10 mm x 18 mm 

  1209-o.
  Silicon tube 14.5 mm x 24 mm 

1209-p.  
  Silicon tube 16 mm x 24 mm 

 1209-q. 
  Silicon tube 16 mm x 26 mm 

 

1208.  
Water tube (rubber) - 13 mm x 23 mm         

  1205.  
  Twin pulsation tube (rubber) - 7,6 mm x 14,5 mm 
  1205.  
  Twin pulsation tube (rubber) - 7,6 mm x 14,5 mm 

  1207.  
  Milk tube (rubber) - 15 mm x 26 mm         

RUBBER & SILICONE TUBES



RUBBER CONNECTIONS

1213-a.  Tee equal       A  = 30 mm x  B =  30 mm
 Tee equal       A  = 38 mm x  B =  38 mm1213-b. 
 Tee equal       A  = 50 mm x  B =  50 mm1213-c. 
 Tee equal       A  = 61 mm x  B =  61 mm1213-d. 

.  Tee equal       A  = 73 mm x  B =  73 mm1213-e

1212-a.   Elbow 90 °       A  = 29 mm x  B =  29 mm
  Elbow 90 °       A  = 36 mm x  B =  36 mm1212-b. 
  Elbow 90 °       A  = 38 mm x  B =  29 mm1212-c. 
  Elbow 90 °       A  = 38 mm x  B =  38 mm1212-d. 

.   Elbow 90 °       A  = 49 mm x  B =  49 mm1212-e
1212- . f    Elbow 90 °       A  = 61 mm x  B =  61 mm

  Elbow 90 °       A  = 73 mm x  B =  73 mm1212- .g  

1214-a.  Plugs φ38 mm     
Plugs φ51 mm     1214-b.  



RUBBER CONNECTIONS

1215-a.   
Nipple φ38 mm      
1215-b.     
Nipple φ51 mm     

1216. 
Belt 25 mm     

1217.
 S/S bracket + galvanised buckle            

OTHER COMPONENTS



AUTOMATIC FEEDING 
(SILO -FEEDING TANK)

1221.   
PVC vacuum tube φ 63 mm

1222.   
 Speed reducer for automatic feeding 

(silo - feeding tank )

1223.   
Spiral φ32 - internal & φ50 
external (per meter)        

1225.   
Volumetric 300 kilos 
1226.  
Volumetric 300 kilos 

1224.   
 Electrical board for automatic feeding

( silo - feeding tank)       



1227.  
Speed reducer -  automatic feeding 
(feeding tank- feed trough)

1228.  
 Cochlea φ23 - internal & φ60 

external (per meter)

1229.  
Electrical board - automatic feeding 
(feeding tank - feed trough )     

AUTOMATIC FEEDING 
(FEEDING TANK - FEEDING TROUGH)



  PULSATORS 

1234-a.  
Electric pulsator  - 2 exit  - 24 VDC    
1234-b.
Electric pulsator  - 4 exit  - 24 VDC   

1236-a.  
Pneumatic pulsator  LL90  - 2 exit -  60/40
1236-b.
Pneumatic pulsator  LL90  - 4 exit -  60/40

1235-a.  
 Electronic pulsator    

2 Exit  - 24 VDC - programmable    
1235-b.

 Electronic pulsator    
4 Exit  - 24 VDC - programmable

1236-c.  
 Pneumatic pulsator  LP90  - 2 exit

60/40 (adapter is included)  
1236-d.

 Pneumatic pulsator  LP90  - 4 exit
60/40 (adapter is included)



Features

 The NT24  2 - exit  electronic 
pulsator sends interrupted 
vacuum during milking, so that it 
imitates the basic movements of 
lamb or kids during lactation.

 It provides highly reliable 
operation. With its streamlined 
design, they are easy to install, 
and almost maintenance-free.

 Due to its low power 
consumption (200mA), we can 
connect  more pulsators to  Zeus 
Pulsation Controller.

Χαρακτηριστικά

 O παλμοδότης στέλνει 
διακοπτόμενο κενό κατά την 
διάρκεια της άμελξης ώστε να 
μιμείται πιστά τις κινήσεις του 
αρνιού  κατά τον θηλασμό.

 Ο παλμοδότης ΝΤ24  ειναι 24v, 
xάρη στον ειδικό σχεδιασμό του 
είναι εύκολος στην εγκατάσταση 
και στην συντήρηση.

 Λόγο  της  χαμηλής 
κατανάλωσης ενεργειας 
(200mA) , έχουμε την 
δυνατότητα να συνδέσουμε 
περισσότερους παλμοδότες 
στον κεντρικό πίνακα 
παλμοδοτών.

  ELECTRONIC PULSATORS 

51



VACUUM REGULATORS  

1500 L , 3600 L

500 L

200

200 L

1240.  
 Vacuum regulator 7000 L

  

12 . 39
  Vacuum regulator 3500 L 

  

Vacuum regulator 1500 (750 L) 
Vacuum regulator 3600 (1500 L) 



COWS Pipeline components 

1244-a.  
Milk taps (tube 40  mm)
1244-b.
Milk taps (tube 50 mm)

1246.  
90° S/S sliding opener 
(gasket included)

1245-a.  
 Gasket for milk taps (internal) 

1245-b.
 Gaskets for milk taps (external)



COWSPIPELINE COMPONENTS 

1248-b.  
S/S hand bracket  

1248-a.  
 Plastic part

1249.  
 3 -way switch 



Position Position Reference Reference Description Description Quantity Quantity 

1 81078 1077Milking cluster with claw 1064-a Milking cluster with claw 1063 1 1

2 91236-c 1234-aPneumatic pulsator LL90 - 2 exit  Electric pulsator - 2 Exit 1 1

3 101247 1248-bS/S bracket (pneumatic pulsator) S/S hand bracket 1 1

4 111206 1206Milk Tube ( transparent ) Milk Tube ( transparent ) 2,5 2,5

5 121205 1205Twin pulsation tube ( rubber )  m Twin pulsation tube ( rubber )  m2,5 2,5

6 131208 1248-a0,5 1

7 1244-a Milk tap ( tube 40 mm )

Water tube (rubber) Plastic part 

1

1

2

6

7

3 4
8

5

COWS PIPELINE MILKING UNIT  
                        BARN CONFIGURATION 

9

10

11

12

13



COWS
PIPELINE MILKING  SYSTEM

WASH ASSEMBLY  

Output 

Referrence Milking Units Total length 

1500 - a,b 4 90 m

1502 - a,b 6 90 m

1504-  a,b 8 90 m

1396 - a,b 10 90 m 

*a - Milk & vacuum pipes are included 
*b - Milk & vacuum pipes are NOT included 



1250.  
 Bucket milking 
( milking cluster with claw - 1063 )

1251-a.  
 Bucket milking 

( milking cluster with claw - 1064-a )
1251-b.  

 Bucket milking 
( milking cluster with claw - 1064-b )

1252.  
Bucket milking 
( milking cluster with claw - 1065 )

COWS                  BUCKET MILKING   



Position Reference Description Quantity 

1 1313-a Bucket lid  + gasket (14 *19) 1

2 1077 Milking cluster                                   
with claw ( 1063 )

1

3 1206 Milk tube ( transparent ) 1

4 1205 Twin pulsation tube ( rubber ) 1

5 1303 Milk bucket s/s 24 Litres                                                                               1

6 1236- c Pneumatic pulsator LP 90 
 2 Exit - 60/40

1

COWS                 BUCKET MILKING   

1

2

3

4

5

5
6

6

Features

 High quality stainless steel 24L 
bucket.

 Easy to clean due to smooth 
Internal Surface.

 Easy to carry due to specially 
designed  transparent lid for bucket 
systems. 

 The Stainless steel claws, at 
different capacities are escorted 
with shut off valves.

Χαρακτηριστικά

 Υψηλής ποιότητας ανοξείδωτος 
κάδος 24 L.

 Καθαρίζεται εύκολα χάρη στην λεία 
εσωτερική του επιφάνεια.

 Εύκολος στην μετακίνηση χάρη στο 
εργονομικά σχεδιασμένο καπάκι 
του κάδου. 

 Οι ανοξείδωτοι συλλέκτες διαφόρων 
χωρητικοτήτων συνοδεύονται με 
βαλβίδα διακοπής κενού.



SHEEP 
& GOATS                 BUCKET MILKING   

1253.  
 Bucket milking 
( milking Cluster  with claw ( 1066 ) 
+ angled liners )

1254.  
Bucket milking 
( milking cluster with Y + straight liners )



VACUUM PUMPS 
(BELT DRIVEN) 

Features

 The Belt driven Vacuum Pump 
represents the heart of the 
whole milking  system. 

 Quite operation. The 
dynamically balanced moving 
parts  result in extremely 
smooth and quiet operation.

 Rugged construction. The 
heavy duty body is constructed 
from chemical resistant cast 
iron, making it durable to any 
environmental working 
conditions.

 Small Footprint. Efficient, 
space-saving design.

Χαρακτηριστικά

 Η αντλία κενού 
αντιπροσωπεύει την καρδιά 
του όλου αρμεκτικού 
συστήματος.  

 Αθόρυβη λειτουργία. Τα 
δυναμικά ισορροπημένα κινητά 
μέρη της αντλίας  οδηγούν σε 
εξαιρετικά αθόρυβη και ομαλή 
λειτουργία.  

 Ανθεκτική κατασκευή. Το 
βαρέος τύπου σώμα 
κατασκευάζεται από 
χητοσίδηρο, κάνοντας το  
ανθεκτικό  σε οποιοσδήποτε 
συνθήκες λειτουργίας.  

 Ειδικός σχεδιασμός που βοηθά 
στη μέγιστη εξοικονόμηση 
χώρου.



Reference Description 

1278-c

1279-c

1280-c

1281-c

1282-c

1283-c

1284-c

1285-c

Reference Description 

1278-b

1279-b

1280-b

1281-b

1282-b

1283-b

1284-b

1285-b

Reference Description 

1278-a

1279-a

1280-a

1281-a

1282-a

1283-a

1284-a

1285a

COMPLETE VACUUM PUMP UNIT WITH ELECTRICAL MOTOR

COMPLETE VACUUM PUMP UNIT WITHOUT  ELECTRICAL MOTOR

 VACUUM PUMP UNIT 

VACUUM PUMPS 
(BELT DRIVEN) 



COMPLETE VACUUM SYSTEM

Position Description Quantity 

1 Elbow galvanized 1

2-a Silencer for  1000 L 1

2-b Silencer for 1500 L 1

3 Elbow M/F 2" 1

4 Non return valve 2" 1

5-a Vacuum pump  1000 nude 1

5-b Vacuum pump  1500 nude 1

6 Pulley  150 1B 1

7 Fan 1

8 Oil feeder 1

9 Sleeve adapter  2" x 2" 1

10 TE M6x25 4

Τoothed washer F6 4

2

3

6

4

8

1

7

10

9

5
11

VACUUM PUMPS - SPARE PARTS 

VACUUM PUMPS 
(BELT DRIVEN) 

Reference Description 

1278-d Complete vacuum pump 250 L / min + vacuum regulator + tank

1279-d Complete vacuum pump 350 L / min + vacuum regulator + tank

1280-d Complete vacuum pump 500 L / min + vacuum regulator + tank

1281-d Complete vacuum pump 750 L / min + vacuum regulator + tank

1282-d Complete vacuum pump 1000 L / min + vacuum regulator + tank

1283-d Complete vacuum pump 1500 L / min + vacuum regulator + tank

1284-d Complete vacuum pump 2200 L / min + vacuum regulator + tank

1285-d Complete vacuum pump 3300 L / min + vacuum regulator + tank



Position Description Quantity 

1 Oil seperator  1

2-a Silencer for  2200 L 1

2-b Silencer for 3300 L 1

3 Elbow M/F 2" 2

4 Non return valve 2" 1

6 Hose clamp 2

7-a Vaccum pump 2200 L 1

7-b Vacuum pump 3300 L 1

8 Pulley  150 2B 1

9 Tab 6x6x40 1

10       Sleeve adapter  2" 1/2 x 2" 1/2 1

11 TE M6x25 4

12 Fan 1

13 Τoothed washer  Φ6 4

15 Oil feeder 2

16 Spout 14 x 21  (Φ12) 2

350 (OIL)250 (OIL) 500 (OIL) 750(OIL) 1000(OIL) 1500(OIL) 2200(OIL) 3300 (OIL)

Length (cm) 7670 100 100 100 100 100 80

Breadth (cm) 3525 35 35 40 40 50 50

Height (cm) 9580 130 130 140 150 150 130

Motor speed (rpm) 14001400 1400 1400 1400 1400 1400 1400

Pump speed (rpm) 14001400 1100 / 1250 1100/1250 1100/1300 1100/1300 1150/1250/1350 970/1050

Motor power (Hp) 1,51,5 2 2/3 3/4 3/4 /5,5 5,5/7,5 7,5/10

Tank (Lt) 4530 65 65 65 65 85 110

Lubric YESYES YES YES YES YES YES YES

Weight (Kg) 6050 95 95 105 105 150 200

Motor pulley 130,1A120,1A 140,1A 140,1A 130,1B 140,1B 140,2B 130,2B

Pump pulley 130,1A120,1A 150,1A 150,1A 150 ,1B 150 ,1B 150,2B 180,2B

Belt 1A  381A  38 1A 52 1A 52 1B 54 1B 56 2B 56 2B 56

TECHNICAL SPECIFICATION

VACUUM PUMPS - SPARE PARTS



1 2 3
4

5 6
7

8

9

11

1213

10

VACUUM PUMPS (DIRECT DRIVEN) 

1286.  
 Vaccum pump 200 L

Position 

Position 

Description Quantity

Single phase electrical motor 1

2

1

Pump gasket 1

3 Pump rotor 1

4 Pump body 1

5 Long screws 3

6 Vanes for oily system 4

7 Pump cover 1

8 Transparent tube (1) 1

9 Oil can 1

10 Plastic elbow 1

11 Oil receiver 1

12 Transparent tube (2) 1

13 Muffler oil 1



VACUUM PUMP COMPONENTS

1294-a.  Silencer for  500 L  / 750 L  
Silencer for  1000 L1294-b.  
Silencer for  1500 L1294-c.  
Silencer for  2200 L1294-d.  
Silencer for  3300 L1294-e.  

1296.  Bracket for vacuum pump group 

1297.  Belt strecher slide 



VACUUM PUMP COMPONENTS



MILKING MACHINE COMPONENTS 

1301.  
Straight threaded cock 1/2''

1303.  
Milk bucket s/s 24 Litres

1304.  
 Milk bucket s/s 40 L



STAINLESS STEEL BUCKETS 

Characteristics

 The body of 24 L & 40 L 
Stainless steel bucket is made 
of  food grade AISI 304 (18/8) 
Stainless Steel which has 
higher strength-weight ratio 
than any other normally used 
material. 

 agromasters stainless steel 
cans  have greater tensile 
strength, yield point, ductility 
and hardness than any other 
material. 

 Special manufacturing 
techniques ensure longer 
operational durability in  all 
respects and provides longer 
life with lower maintenance 
cost.

Χαρακτηριστικά

 Το σώμα τoυ inox κάδου 24 L & 
40 L κατασκευάζεται  από  AISI 
304 (18/8) , το οποίο έχει 
υψηλότερη αναλογία αντοχής-
βάρους από οποιοδήποτε άλλο 
υλικό που χρησιμοποιείται 
συνήθως. 

 Oi ανοξείδωτοι κάδοι της 
agromasters έχουν μεγαλύτερη 
αντοχή σε κραδασμους  
ολκιμότητα και σκληρότητα από 
οποιοδήποτε άλλο υλικό. 

 Ειδικές τεχνικές εξασφαλίζουν 
πλέον λειτουργική αντοχή και 
παρέχει μεγαλύτερη διάρκεια 
ζωής με χαμηλότερο κόστος 
συντήρησης.

310.00

172.00

430.00

188.00

145.00

197.00

211.00

570.00

350.00

24 L

weight = 7 kgweight = 4.2 kg

40 L



MILKING MACHINE COMPONENTS 

1306-a.  
 Gasket for 1305-a

1306-b.  
 Gasket for 1305-b

1308-a.  
 Gasket for 1307-a

1308-b.  
 Gasket for 1307-b



MILKING MACHINE COMPONENTS 

1310.  
 Gasket for 1308



1315.  
Acid  liquid (20kg) 

 1314.  
 Chloractive liquid (20kg) 

1316.  
 Stainless steel Bucket lid 

1313-a.  
Bucket lid + gasket (14*19) 
1313-b.  
Bucket lid + gasket (16*21) 

MILKING MACHINE COMPONENTS 



1341               Milking machine - 1 cow 
                   1*24 L bucket  - vacuum tank

Vacuum pump 200 L (oil lubricated)

   Milking unit        1 x Milking cluster (1077)

Bucket 1 x Milk bucket s/s 24 litres

Vacuum tank 30 L

Weight

COWS

46.5 kg

1340               Milking machine - 1 cow 
                               1*24 L bucket 

Vacuum pump 200 L (oil lubricated)

MILKING MACHINES   

   Milking unit        1 x Milking cluster (1077)

Bucket 1 x Milk bucket s/s 24 litres

Vacuum tank -

Weight 46 kg

1343               Milking machine - 1 cow   
                   1*40 L bucket - vacuum tank

Vacuum pump 200 L (oil lubricated)

   Milking unit        1 x Milking cluster (1077)

Bucket 1 x Milk bucket s/s 40 litres

Vacuum tank 30 L

Weight 49.5 kg

1342               Milking machine - 1 cow  
                              1* 40 L bucket 

Vacuum pump 200 L (oil lubricated)

   Milking unit        1 x Milking cluster (1077)

Bucket 1 x Milk bucket s/s 40 litres

Vacuum tank -

Weight 49 kg



1346                  Milking machine - 2 cows 
 2*40 L bucket - vacuum tank

Vacuum pump 200 L (oil lubricated)

   Milking unit        2 x Milking cluster (1077)

Bucket 2 x Milk bucket s/s 40 litres

Vacuum tank 30 L

Weight 90 kg

1344                  Milking machine - 2 cows 
 2*24 L bucket- vacuum tank 

Vacuum pump 200 L (oil lubricated)

   Milking unit        2 x Milking cluster (1077)

Bucket 2 x Milk bucket s/s 24 litres

Vacuum tank 30 L

Weight 84 kg

1345                Milking machine - 2 cows 
                    1*40 L bucket - vacuum tank

Vacuum pump 200 L (oil lubricated)

   Milking unit        2 x Milking cluster (1077)

Bucket 1 x Milk bucket s/s 40 litres

Vacuum tank 30 L

Weight 83 kg

COWS MILKING MACHINES   



1

2

3

4

5

6

8

9

10

11

7 12

Position Reference Description

1 1236-c Pneumatic pulsator LP90 - 2 exit 
- 60/40

2 1302-a Vacuum gauge 60 mm

3 1300-a Oil can

4 1237-a Vacuum regulator

5 Trolley 

6 1295-a Vacuum tank 30 L

7 1286 Vacuum pump 200 L  oil (direct driven)

8 1077 Milking cluster with claw ( 1063 )

9 1206 Milk tube ( transparent ) 

10 1205 Twin pulsation tube ( rubber ) 

1304 Milk bucket s/s 40 L

12 1301 Straight threaded cock 1/2''

COWSMILKING MACHINES   



1348 -                Milking machine - 2 goats 
   1*24 L bucket - vacuum tank

Vacuum pump 200 L (direct driven)

   Milking units        2 x Milking cluster (1082)

Bucket 1 x Milk bucket s/s 24 litres

Vacuum tank 30 L

Weight 54 kg

1347                 Milking machine - 2 goats 
 1*24 L bucket 

Vacuum pump 200 L (direct driven)

   Milking units        2 x Milking cluster (1082)

Bucket 1 x Milk bucket s/s 24 litres

Vacuum tank -

Weight 50  kg

1350                  Milking machine - 2 goats 
   1*40 L bucket - vacuum tank

Vacuum pump 200 L (oil lubricated)

   Milking units        2 x Milking cluster (1082)

Bucket 1 x Milk bucket s/s 40 litres

Vacuum tank 30 L

Weight 57 kg

1349                 Milking machine - 2 goats 
1*40 L bucket 

Vacuum pump 200 L (direct driven)

   Milking units        2 x Milking cluster (1082)

Bucket 1 x Milk bucket s/s 40 litres

Vacuum tank -

Weight 50 kg

MILKING MACHINES   SHEEP 
& GOATS



1352               Milking machine - 4 goats 
                    1*24 L bucket - vacuum tank

Vacuum pump 250 L (belt driven)

   Milking unit        4 x Milking cluster (1082)

Bucket 1 x Milk bucket s/s 24 litres

Vacuum tank 30 L

Weight 101 kg

1354               Milking machine - 4 goats 
                    1*40 L bucket - vacuum tank

Vacuum pump 200 L (oil lubricated)

   Milking unit        4 x Milking cluster (1082)

Bucket 1 x Milk bucket s/s 40 litres

Vacuum tank 30 L

Weight 104 kg

1351               Milking machine - 4 goats
                    2*24 L bucket - vacuum tank

Vacuum pump 250 L (belt driven)

   Milking unit        4 x Milking cluster (1082)

Bucket 2 x Milk bucket s/s 24 litres

Vacuum tank 30 L

Weight 105 kg

1353              Milking machine - 4 goats 
                    2*40 L bucket - vacuum tank

Vacuum pump 250 L (belt driven)

   Milking unit        4 x Milking cluster (1082)

Bucket 2 x Milk bucket s/s 40 litres

Vacuum tank 30 L

Weight

MILKING MACHINES   SHEEP 
& GOATS



Reference Animals Milk bucket Vaccum pump (oil)

1355 Cows 1 200 L

1356 Sheep or goats 1 200 L

1357 Cows 2 200 L

1358 Sheep or goats 2 350 L

1359 Cows 3 350 L

1360 Sheep or goats 4 750 L

1361 Cows 4 500 L

* Each cow milk bucket is escorted with a single milking unit
* Each goat milk bucket is escorted with a double milking unit

                                                          BUCKET MILKING SYSTEM   



Referrence Milking places Milking units

1365 - a,b 2 * 4 8

1366 - a,b 2 * 5 10

1367 - a,b 2 * 6 12

1368 - a,b 2 * 7 14

1369 - a,b 2 * 8 16

1370 - a,b 2 * 9 18

1371 - a,b 2 * 10 20

1372 - a,b 2 * 12 24

*a - Pneumatic pulsators 
*b - Electronic pulsators + Master pulsation box

COWS HERRINBONE MILKING SYSTEM

Features:

 The heavy duty galvanised or s/s 
stall is available with feed 
capability.

 Pneumatically operated entry & 
exit gates. 

 Wall mounted s/s jetters for low 
line systems.

 Zeus pulsation control unit & 
Poseidon washing unit 

 ΑCR system Hermes (optional)

Χαρακτηριστικά :

 Βαρέος τυπου παγίδα γαλβανιζέ ή 
ανοξείδωτη με δυνατότητες 
ταίσματος.

 Πνευματικά ανοιγόμενες πόρτες 
εισόδου - εξόδου.

 Χαμηλής γραμμής ανοξείδωτα 
πλυστικά τοίχου.

 Πινακας παλμοδοτών ζευς & 
Πλυντήριο Ποσειδών &  
προαιρετικό σύστημα Aυτόματης 
απομάκρυνσης Hermes



COWS  HERRINBONE MILKING SYSTEM
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COWS HERRINBONE - RAPID EXIT  SYSTEM

Referrence Milking places Milking units

1373 1 * 8 8

1374 1 * 10 10

1375 1 * 12 12

1376 1 * 14 14

1377 2 * 8 16

1378 2 * 10 20

1379 2 * 12 24

1380 2 * 14 28

Features

 Fully hot galvanised stall (Optional 
100% Stainless Steel ).

 Higher throughput, 30% & more, 
from conventional herringbone 
Stall.

 It consists of 50 Litre Milk receiver 
Hector , s/s milk pump 1 Hp  & 
rugged constructed vacuum 
pump.

 Poseidon washing unit & Zeus 
pulsation control unit.

 Herd management system 
(optional).

Χαρακτηριστικά

 Γαλβανισμένη εν θερμώ 
παγίδευση (προαιρετικά 100% 
ανοξείδωτη).     

    
 Υψηλότερες αποδόσεις κατά 30% 

,σε σχέση με το ψαροκόκκαλο. 

 Αποτελείται απο γυάλινο 
υποδοχέας 50 Litre Hector , 
ανοξείδωτη αντλία γάλακτος 1 Hp 
,υψηλής απόδοσης αντλία κενού.

 Αυτόματο πλυντήριο Poseidon & 
Πίνακας παλμοδοτων Zeus.

 Σύστημα ηλεκτρονικής 
διαχείρησης (προαιρετικό) . 
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COWS  HERRINBONE - RAPID EXIT  SYSTEM
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Referrence Milking places Milking units

1381 1 * 8 8

1382 1 * 10 10

1383 1 * 12 12

1384 1 * 14 14

1385 2 * 8 16

1386 2 * 10 20

1381 2 * 12 24

1381 2 * 14 28

COWS PARALLEL - RAPID EXIT  SYSTEM

Features

 Fully hot galvanised parallel 
stall (optional 100% s/s).

 Vertical stall lifting is achieved 
via the use of speed reducer.

 Poseidon  washing unit , Zeus 
pulsation controller , low line 
s/s Jetters. 

 Available with herd 
management system or ACR 
system Hermes. 

Χαρακτηριστικα

 Γαλβανισμένη - παράλληλη 
παγίδευση (προαιρετικά inox).

 Η κάθετη ανύψωση της 
παγίδευσης επιτυγχάνεται μέσω 
της χρήσης μειωτήρα.

 Ηλεκτρονικό πλυντήριο Poseidon, 
Πίνακας παλμοδοτών Zeus , 
ανοξείδωτα πλυστικά.

 Διαθέσιμο με ηλεκτρονικό 
σύστημα διαχείρησης ή αυτόματη 
απομάκρυνση  hermes.  
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COWS  PARALLEL - RAPID EXIT  SYSTEM
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COWSMILKING SYSTEM SPECIFICATION

 +

ACCESSORIES MATERIAL

Milk receiver 50 Litre  Glass + s/s connections

Sanitary trap Transparent casing + s/s lids

Milk pump + electrical board  S/S casing + s/s accessories 

TERMINAL UNIT

ACCESSORIES MATERIAL

Milk claw Achilles 400cc    

Liners Rubber 6.32

 Shells S/S 

MILKING UNITS

ACCESSORIES MATERIAL

Jetters S/S or rubber

Milk & water tubes S/S 

Wash troughs S/S

Poseidon washing unit 2 peristaltic pumps

ACCESSORIES MATERIAL

Megavac vacuum pump Belt driven

Vacuum tank 100 Litre - hot galvanised

Pulsators NT 24 2 exits - electronic or pneumatic

Zeus pulsation control unit Electronic & programmable

  +
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PARTS MATERIAL

Herringbone stall ( 60 °) Hot galvanised or s/s

Hot galvanised or s/s

Chamber (vacuum Line+pulsators)

Entry & exits gates 
( pneumatic operation )

S/S 

PARTS MATERIAL

 Herringbone - rapid exit stall

Elevation of rapid exit stall 90° via pneumatic cylinders 

 Entry gates (Pneumatic operation) Hot galvanised or s/s 

Hot galvanised or s/s 

S/S 

PARTS MATERIAL

 Parallel - rapid exit  stall 

Elevation of rapid exit stall

Hot galvanised or s/s 

Hot galvanised or s/s 

Chamber (Vacuum line+pulsators)

Entry gates (pneumatic operation)

Chamber (Vacuum line+pulsators)

S/S 

COWS STALLS SPECIFICATION
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Referrence Milking places Milking units

1390 1 * 12 6

1391 1 * 12 12

1392 1 * 24 12

1393 1 * 24 24

1394 2 * 24 24

1395 2 * 24 48

SHEEP 
& GOATS RAPID EXIT MILKING SYSTEM

Features:

 High performance rapid exit 
milking system for sheep or goats.

 S/S Jetters for low line system , 
Zeus pulsation box & Poseidon 
washing unit.

 Automatic feeding system at the 
interior of milking parlour 
(included).

 Automatic loading of the feeding 
tanks (optional) & ACR system 
(optional).

Χαρακτηριστικά :

 Υψηλής απόδοσης  αρμεκτικό 
συγκρότημα  για πρόβατα.

 Ανοξείδωτα πλυστικά  Triton, 
Πiνακας παλμοδοτών Zeus & 
αυτόματο πλυντήριο Poseidon

 Αυτόματη τροφοδοσία στο 
εσωτερικό του αρμεκτηρίου 
(περιλαμβάνεται).

 Αυτόματη πλήρωση τροφοδόχων 
(προαιρετικά). Αυτόματη 
Απομάκρυνση ( προαιρετική)
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SHEEP 
& GOATS  RAPID EXIT MILKING SYSTEM
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Referrence Milking places Milking units

1396 1 * 12 6

1397 1 * 12 12

1398 1 * 24 12

1399 1 * 24 24

1400 2 * 24 24

1401 2 * 24 48

SHEEP 
& GOATS LINEAR MILKING SYSTEM

Features:

 Hot galvanised or s/s  linear stall 
with head locks.

 Terminal unit escorted with 30 Litre 
glass receiver & s/s connections. 

 Zeus pulsation control unit , NT 24 
pulsators, Poseidon washing Unit

 Automatic feeding system at the 
Interior of milking parlour (included).

 Automatic loading of the feeding 
tank (optional). 

Χαρακτηριστικά :

 Παλινδρομική παγίδευση γαλβανιζέ 
με κλειδιά. 

 Η τερματική μονάδα συνοδεύεται με 
γυάλινο υποδοχέα 30 Litre hector  

 Πίνακας παλμοδοτών Zeus, 
Παλμοδότες NT 24 & αυτόματο 
πλυντήριο Poseidon .

 Αυτόματη τροφοδοσία στο εσωτερικό 
του αρμεκτηρίου (περιλαμβάνεται).

 Αυτόματη πλήρωση τροφοδόχων 
(προαιρετική).
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SHEEP 
& GOATS  LINEAR MILKING SYSTEM
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Referrence Type of stall Milking places Milking units

1402 Rapid exit 1 * 12 12

1403 Linear 1 * 12 12

1404 Rapid exit 1 * 24 12

1405 Linear 1 * 24 12

1406 Rapid exit 1 * 24 24

1407 Linear 1 * 24 24

SHEEP 
& GOATS

Features:

 The ideal solution for animals, 
which are being transferred to 
different areas during the 
season.

 The heavy constructed platform 
is specially designed for 12 or 24 
milking places.

 Available with rapid exit or linear 
stall .

 All essential parts of milking 
system are placed in a specially 
designed enclosure.

Χαρακτηριστικά:

 Ιδανική λύση για κοπάδια που 
μετακινούνται σε διαφορετικές 
περιοχές κατά την διάρκεια της 
σεζόν .

 Η βαρέος τύπου πλατφόρμα 
είναι ειδικά κατασκευασμένη για 
12 ή 24 θέσεις άρμεξης.

 Διαθέσιμη με 2 διαφορετικά είδη 
παγιδεύσεων.

 Τα σημαντικά μέρη του 
συγκροτήματος στεγάζονται σε 
ειδικά διαμορφωμένο θάλαμο.

 MOBILE MILKING SYSTEM

90



SHEEP 
& GOATS

 MOBILE MILKING SYSTEM
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SHEEP 
& GOATS

 LOW COST MILKING SYSTEM

Referrence Milking places Milking units

1408 - a,b 1 * 12 6

1409 - a,b 1 * 12 12

1410 - a,b 1 * 24 12

1 * 24 24

1412 - a,b 2 * 24 24

*a - Rapid exit stall
*b - Linear stall

S/S Milk Can

 Milking Unit
 Milking Unit

 Milking Unit

 Milking Unit

Features:

 The lowest cost solution 
comparing to  the other systems 
for sheep or goats.

 Available with or without Stalls.

 Pneumatic pulsation instead of 
electronic.

 Rubber jetters & Milking units 
with silicone liners included.

 
 Milk is steering from Milk 

receiver to S/S can. 

Χαρακτηριστικά:

 H ποιο οικονομική λύση  σε 
σχέση με τα υπόλοιπα 
αρμεκτικά συστήματα.

 Διαθέσιμο με ή χωρίς 
παγίδευση.

 Πνευματική παλμοδότηση & όχι 
ηλεκτρονική.

 Καουτσούκ πλυστικά & 
αρμεκτικές μονάδες με 
θήλαστρα σιλικόνης.

 Το γάλα κατευθύνεται απο τον 
υποδοχέα απευθείας στον 
ανοξείδωτο κάδο. 

92



Referrence Milking places Milking units

 1414 18

24

18

1415 24

1416 30 30

SHEEP 
& GOATS

Features:

 Ideal solution for herds bigger 
than 300 animals.

 Platform is manufactured under 
the strictest quality tests.

 Speed of rotation is regulated 
via an electronic control panel.

 Automatic feeding system at the 
interior of the parlour (included).

 Robust design of the rotary 
gland. 

 ACR (optional).

Xαρακτηριστικά:

 Ιδανική λύση για κοπάδια άνω 
των 300 αιγοπροβάτων.

 Η πλατφόρμα κατασκευάζεται με 
τις αυστηρότερες προδιαγραφές.

 Η ταχύτητα περιστροφής 
ρυθμίζεται μέσω ηλεκτρολογικού 
πίνακα.

 Aυτόματη τροφοδοσια στο 
εσωτερικό του αρμεκτηρίου 
(περιλαμβάνεται).

 Ο ρότορας κατασκευάζεται με τα 
ποιοτικότερα διαθέσιμα υλικά.
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SHEEP 
& GOATS

Referrence Milking places Milking units

1417 36 36

1418 48 48

1419 60 60

1420 72 72

Features:

 Ideal solution herds bigger than 
600 animals .  

 Internal Milking  offers better & 
faster management of the 
milking system.

 Platform is  manufactured under 
the strictest quality tests.

 Automatic individual feeding 
system is escorted with small 
silo (400 kg). 

 Robust design of the rotary 
gland. 

Xαρακτηριστικά:

 Ιδανική λύση για κοπάδια άνω 
των 600 ζώων. 

 Η εσωτερική άρμεξη συμβάλει 
στην καλύτερη    διαχείριση του 
αρμεκτηρίου. 

 Η περιστρεφόμενη πλατφόρμα 
κατασκευάζεται με τις 
αυστηρότερες προδιαγραφές.

 Ατομική αυτόματη τροφοδοσια 
που συνοδεύεται απο συλό 
400kg.
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SHEEP 
& GOATS

95

1413.  
Rotary Gland 



ACCESSORIES MATERIAL

Milk Claws Odysseus S/S 150 cc Claw   

Liners  silicone straight or angled

 Shells transparent 

SHEEP 
& GOATS

 +

  +

TERMINAL UNIT

MILKING UNITS

ACCESSORIES MATERIAL

Jetters S/S or rubber

Milk & water tubes S/S 

Wash troughs S/S

Poseidon washing unit 1 plastic container

ACCESSORIES MATERIAL

Megavac vacuum pump Belt driven

Vacuum tank 100 Litre - hot galvanised

Pulsators NT 24 2 exits - Electronic 

Zeus pulsation control unit Electronic & programmable

ACCESSORIES MATERIAL

Milk receiver 30 Litre  Glass + s/s connections

Sanitary trap Transparent casing + s/s lids

Milk pump + electrical board  S/S casing + s/s accessories 
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PARTS DESCRIPTION

Linear stall Hot galvanised or s/s

 Stall regression Pneumatic cylinder

Feeding tank & trough Hot galvanised or s/s 

Automatic feeding feeding tank to feeding trough

PARTS DESCRIPTION

Rapid exit stall Hot galvanised or s/s

 Stall lifting Pneumatic cylinder

Feeding tank & trough Hot galvanised or s/s 

Automatic feeding feeding tank to feeding trough

SHEEP 
& GOATS

AgroMaster

STALLS SPECIFICATION

PARTS DESCRIPTION

Rotary platform Hot galvanised - automatic release & entrapment

Rotary gland Robust design 

Entrance & exit ramp Included

Automatic feeding Silo to feeding tank & feeding tank to feeding trough

PARTS DESCRIPTION

Rotary platform Hot galvanised - automatic release & entrapment

Rotary gland Robust design 

Entrance & exit ramp Included

Automatic feeding Silo to feeding tank & feeding tank to feeding  trough
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MILLING & MIXING EQUIPMENT

1421-a.  Milling & mixing equipment ( 1 tone )
Milling & mixing equipment ( 2 tone )1421-b.  

Hammer Mill (12,5 HP)
 Separate milling section. 
 Can mill 1 tone of fodder within 

40 min.

Mixer (7,5 HP)
 Provided with special hopper for 

additional discharge of non 
millable products.

 Central axis with pulleys of 3 
driven belts.

Electrical Installation
 Central Control Panel.

Σπαστήρας (12.5 HP)
 Ξεχωριστό τμήμα άλεσης. 
 Μπορεί να επεξεργαστεί 1 τόνο 

τροφής σε 40 λεπτα.

Αναμικτήρας (7,5 HP)
 Συνοδεύεται με  χοάνη για 

επιπλέον ξεφόρτωση μη 
αλεζόμενων προιόντων.

 Κεντρικός άξονας με τροχαλίες 
τριών ιμάντων. 

Ηλεκτρολογική εγκατάσταση
 Κεντρικός ηλεκτρολογικός 

πίνακας.
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COWS CHAIN DRIVEN SCRAPERS

1422-a,b,c,d.  
a = (40 m * 3.5 m) , b =  ( 40 m * 4 m ) , c = ( 40 m * 4,5 m ) , d = ( 40 m * 5 m ) 
1423-a,b,c,d.  
a = (50 m * 3.5 m) , b =  ( 50 m * 4 m ) , c = ( 50 m * 4,5 m ) , d = ( 50 m * 5 m ))
1424-a,b,c.  
a = (60 m * 3.5 m) , b =  ( 60 m * 4 m ) , c = ( 60 m * 4,5 m ) 
1425-a,b,c,d.  
a = (70 m * 3.5 m) , b =  ( 70 m * 4 m ) , c = ( 70 m * 4,5 m ) , d = ( 70 m * 5 m )
1426-a,b,c.  
a = (80 m * 3.5 m) , b =  ( 80 m * 4 m ) , c = ( 80 m * 4,5 m )  

BENEFITS

 Galvanised blades & arms
 
 Solid Reliable Construction.

 Long Operating life thanks to 
the high Quality materials being 
used.

 Working width from 1.40 m -
7.80 m.

 Cleaner Cows.

 Lower Veterinarium Cost.

ΠΛΕΟΝΕΚΤΗΜΑ

 Γαλβανιζέ  λεπίδες & αγκώνες.

 Στοιβαρή - αξιόπιστη 
κατασκευή. 

 Μεγάλη διάρκεια ζωής, χάρη 
στην υψηλή ποιότητα υλικών.

 Πλάτος λειτουργίας απο 1.4 m -
7.8 m. 

 Ποιο καθαρές αγελάδες.

 Χαμηλό κόστος συντήρησης .
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COWS

1427.  
Baby mattress 
without cover 
1428.  
Baby mattress 
with yellow cover
1429.  
Baby mattress 
with yellow rubber cover

Benefits:

 The rubber mat improves 
hygiene conditions.

 Reduces bacteria main cause of 
mastitis. 

 It is soft comfortable and non 
slip.

Πλεονεκτήματα

 Το κάλυμα απο καουτσούκ 
βελτιώνει τις συνθήκες υγιεινής 
των ζώων.

 Μειώνει τα βακτήρια κύρια αιτία 
της μαστίτιδας.

 Είναι μαλακό και αντιολισθητικό.

Benefits:

 Baby mattress eliminates the risk 
of injury  of heavier animals.

 Absorbs impact to the knees 
when the animal relaxes.

 Allows the animal to stand as if it 
were lying on a lawn & offers a 
natural softness as the grass.

Πλεονεκτήματα:

 Τα στρωματα εξαλείφουν τον 
κίνδυνο τραυματισμού των ζώων.

 Απορροφά τους κραδασμούς στα 
γόνατα, όταν το ζώο χαλαρώνει.

 Επιτρέπει το ζώο να στέκεται 
όπως θα ήταν, αν ξάπλωνε σε 
γκαζόν & προσφέρει μια φυσική 
απαλότητα.
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COWS                   RECLINING STALLS & BRUSHES

1434.  
Reclining stall ( C Series)
1435.  
Reclining stall ( D Series)

Benefits:

 It boosts milk production by 
improving animal circulation & 
stopping the spread of disease.

 The bristles have the right 
length & hardness to stimulate 
blood circulation.

 It helps the cow to keep clean & 
calm.

Characteristics:                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                      

 A reclining stall is a Self - 
supporting reclining frames 
anchored  to 2 reinforcement 
pipes.

 Offers the livestock  much room 
for its head & behind, wheather 
the cow is standing or reclining.

Χαρακτηριστικά:                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                      

 Τα κρεβάτια είναι  γαλβανισμένα 
εν θερμώ & είναι απο σωλήνα  
2 1/2'.

 Προσφέρουν στα ζώα άπλετο 
χώρο για το κεφάλι & το πίσω 
μέρος, ανεξάρτητα αν είναι 
όρθια ή ξαπλωμένα.

Πλεονεκτήματα:

 Αυξάνει την παραγωγή 
γάλακτος με τη βελτίωση της 
κυκλοφορίας των ζώων .

 Οι τρίχες έχουν το σωστό μήκος 
και σκληρότητα για την τόνωση 
της κυκλοφορίας του αίματος.

 Βοηθά την αγελάδα να 
διατηρείταιι καθαρή και ήρεμη.
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COWS                    HEADLOCKING UNITS , NAILCUTTERS 

1438.  
Head-locking unit 1
1439.  
Head-locking unit 2

1440.  
Nailcutter

Characteristics:

 Easy confinement & release of 
single animals .

 Very quite through the use of 
highly durable  rubber and 
synthetic materials. 

 Keeping nursing animals is also 
possible through additional calf 
safety bars.

Χαρακτηριστικά

 Ευκολη απελευθέρωση του 
κάθε ζώου.

 Αθόρυβη μέσω της χρήσης 
υψηλής αντοχής καουτσούκ και 
συνθετικών υλικών.

 Η φροντίδα των ζώων  είναι 
επίσης δυνατή μέσω 
πρόσθετων μπάρων ασφαλείας.

Characteristics:

 Containment cage door lock 
with anti-suffocation.

 Rack for locking the front of the 
animal.

 Winch for lifting of the hind 
limbs

 Winch for lifting of the animal.
 The entire surface is covered 

with rubber mat.
 Equipped with anti-tilt system.

Χαρακτηριστικά

 Σχάρα για το κλείδωμα του 
μπροστινού μέρους του ζώου.

 Βαρούλκο για την ανύψωση 
των οπισθίων άκρων.

 Βαρούλκο για ανύψωση του 
ζώου.

 Ολόκληρη η επιφάνεια 
καλύπτεται με ματ καουτσούκ.

 Εξοπλισμένος με αντι-κλίσης 
του συστήματος.
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SHEEP 
& GOATS

1441.  30m
1442.  40m
1443.  50m
1444.  60m
1445.  70m
1446.  80m
1447.  90m
1448.  100m

Feutures

 Feeding belt is constructed by 
heavy duty materials.

 Animals  can be stalled from 
both sides.

 The speed  of  belt is adjusted 
according to  the amount of 
food that is inserted.

 Internal stalling. 

 With the use of feeding belt we 
can reduce unnecessary 
diversion of grass in the ground.

Χαρακτηριστικά:

 Οι ταινία διατοφής είναι βαρέος 
τύπου και γαλβανισμένη. 

 Τα ζώα εγκλωβίζονται και απο 
τις δύο πλευρές. 

 Η ταχύτητα της ταινίας 
ρυθμίζεται ανάλογα με την 
ποσότητα της τροφής που 
εισέρχεται.

 Εσωτερική παγίδευση

 Με την χρήση της ταινίας 
περιορίζεται η άσκοπη 
διοχέτευση των υπολειμμάτων 
χόρτου στο έδαφος.
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1449.  30m
1450.  40m
1451.  50m
1452.  60m
1453.  70m
1454.  80m?
1455.  90m
1456.  100m

SHEEP 
& GOATS

Feutures

 Animals   can be stalled from 
both sides.

 The speed  of the belt is 
adjusted according to  the 
amount of food that is inserted.

 External stalling. 

 With the use of feeding belt we 
can reduce unnecessary 
diversion of grass in the ground.

Χαρακτηριστικά:
 
 Τα αιγοπρόβατα έχουν την 

δυνατότητα εγκλωβισμού και 
απο τις δύο πλευρές. 

 Η ταχύτητα της ταινίας 
ρυθμίζεται ανάλογα με την 
ποσότητα της τροφής που  
εισέρχεται.

 Εξωτερική παγίδευση.

 Με την χρήση της ταινίας 
περιορίζεται η άσκοπη 
διοχέτευση των υπολειμμάτων 
χόρτου στο έδαφος.
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100 - 300 L

                         MILK COOLING TANKS    

100 - 300 L
400 - 2000 L

 304 stainless steel inner vessel 
2Β & outer casing satine.

 Thick insulation made of 
polyurethane foam.

 Millimetric level device.
 Adjustable feet for rapid 

levelling .

 R22 , R134 R404 freon.

 No freezing of milk even at low 
level.

 Φτιαγμένη εσωτερικά 2B & 
εξωτερικά Satine.

 Μόνωση με παχύ υπόστρωμα 
πολυουρεθάνης . 

 Ράβδος (δείκτης) μέτρησης.

 Ρεγουλατόρι για 
ευθυγράμμιση.

 Ψυκτικο τύπoυ R 22 , R 134 , 
R404. 

 To γάλα δεν παγώνει ακομα & 
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400 - 2000 L

                         MILK COOLING TANKS    

Reference Capacity HP kg Milkings L D H h

1460  400 L 1.5 160 2 2050 1000 760

1461  500 L 1.75 180 2 2050 900

1462 600 L 2 210 2 2050 1220 970

1463 800 L 2.3 260 2 2250 1290 1220 970

1464 1000 L 3 280 2 2450 1465 1220 970

1465 1200 L 3.5 315 2 2500 1540 1220 970

1466 1400 L 4 350 2 2500 1540 1350

1467 1600 L 5 370 2 2500 1540 1460 1210

1468 1800 L 5.5 400 2 2700 1740 1350

1469 2000 L 6 420 2 2700 1740 1460 1210

Reference Capacity HP kg Milkings A D H h

1457  100 L 0.5 70 2 710 640 1205 1025

1458  200 L 0.75 88 2 920 820 1205 1065

1459  300 L 1 120 2 1040 1275 1065
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